




Toshiba SPI Premier is specially cra�ed to bring comfort and convenience in your cooling 
requirements. Equipped with a 5-step airflow and an auto restart function, it delivers accuracy 
in airflow adjustment while e�ectively combating issues of unstable electricity and blackouts. 

The wind strength can be controlled with higher accuracy*.

5-step airflow

Auto restart function
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*This function is available with a wired remote controller named RBC-ASCU11-E.

SPI ensures that its operations
continue as per the previous state

Post power failure recovery
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The premier choice
for Reliability & Technology



       Plastic joint cover and rubber sheet installation

Toshiba SPI Premier o�ers long-lasting operations due to the plastic joint cover and rubber sheet that is placed between the aluminium 
heat exchanger and steel part of the outdoor unit. This is specifically designed to reduce corrosion and enhance durability.

Engineered with the latest technologies to deliver high reliability, 
Toshiba SPI Premier is built to be your e�icient cooling partner.

       
        Twin rotary compressor

With a unique combination of a twin rotary compressor and an all inverter-driven 
control, this HVAC solution guarantees accuracy and expertise with exceptional 
Japanese quality.
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Plastic joint cover

Plastic cover

Rubber sheet



       Protection circuit on board

This HVAC solution is built with a protection circuit to safeguard the PC board in the case of unstable power supply. 

Blackout

Temporary lower voltage

Unstable power supply

*Applicable for 3-phase products



       Sealed inverter box

The HVAC unit is built for to thrive in Indian conditions. One of the features that enables this is the sealed-up inverter box that 
prevents any malfunctions due to contamination by sand, dust and small animals. 

       Strainer in pipe system

Equipped with a strainer in the pipe system, Toshiba SPI Premier delivers 
reliable e�iciency in removing dust and metal-abrasion powder.
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Refrigerant cycle diagram



Capacity (HP)

FCU model

RAV-GE1801UP-IN RAV-GE2401UP-IN RAV-GE3601UP-IN RAV-GE4201UP-IN RAV-GE4801UP-IN RAV-GE6001UP-IN

CDU model

RAV-GE1801AP-IN RAV-GE2401AD-IN RAV-GE3601A8D-IN RAV-GE4201A8P-IN RAV-GE4801A8P-IN RAV-GE6001A8P-IN

Power Supply 1Ph 230V 50Hz 3Ph 400V 50Hz
Cooling Capacity (kW) 5.3 (1.3 – 5.6)

2 HP 3 HP 4 HP 5 HP 6 HP 7 HP

6.9 (1.3 – 8.0) 10.6 (3.5 – 11.2) 12.3 (3.5 – 13.2) 14.1 (3.5 – 15.9) 18.1 (4.0 – 18.1)
Power Input (kW) 1.39 1.98 3.04 3.65 4.70 7.20 
EER 3.81 3.48 3.49 3.37 3.00 2.51 
ISEER 5.20 (5 Star) 5.11 (5 Star) 4.37 (5 Star) 4.42 (5 Star) 4.26 (5 Star) NA
Indoor Unit H x W x D (mm) 256 x 840 x 840 319 x 840 x 840
Indoor Unit Weight (kg) 20 24
Indoor Unit Airflow (cmh) 1,050 / 870 / 780 1,230 / 960 / 810 1,800 / 1,530 / 1,230 1,860 / 1,530 / 1,230 2,130 / 1,500 / 1,260 2,200 / 1,820 / 1,500
Indoor Unit
Sound Pressure Level (dB) 32 / 29 / 28 35 / 31 / 28 47 / 44 / 39 48 / 44 / 39 48 / 44 / 39 48 / 45 / 43

Outdoor Unit Dimension
H x W x D (mm) 550 x 780 x 290 890 x 900 x 320 1,340 x 900 x 320

Outdoor Unit Weight (kg) 28 32 52 53 53 82
Outdoor Unit
Sound Pressure Level (dB) 52 52 53 58 58 63
Max. Pipe H/L (m) 10 / 25 20 / 30 30 / 50
Flare Pipe G/L (mm) 12.7 / 6.4 15.9 / 9.5 19.1 / 9.5
Operating Range (◦C) 15 ~ 46

Note: Technical specifications are rated without the installation of PM 2.5 filter.
Panel to be purchased separately  |  Rated conditions: Indoor air temperature 27°C DB / 19°C WB; Outdoor air temperature 35°C DB
Star rating as per standards and labeling program of the Bureau of Energy Efficiency  |  Airflow is measured at high fan speed

4-way cassette combination specification table
Toshiba SPI Premier



The premier choice for Eco-Friendliness 
 a.  Lower GWP refrigerant use 

    b.  High ISEER value

The premier choice for Performance & E�iciency 
 a.  BEE 5-star rating 

 b.  7 HP capacity

The premier choice for Clean Air 
 a. PM 2.5 filter

 b. Acrylic resin-coated coil

The premier choice for Aesthetics
 a. Compact size

 b. Aesthetic 4-way cassette (new panel design)

 c. Choice of controllers

Overview

Specifications: 4-way cassette combination

The premier choice for Comfort & Convenience
 a.  5-step airflow

 b.  Auto restart function

The premier choice for Reliability & Technology 
 a. Twin Rotary Compressor 

 b. Strainer in pipe system

 c. Protection circuit on board

 d. Plastic joint cover and rubber sheet installation

 e. Sealed inverter box
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For more details, please contact our sales office:
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This catalogue provides certain general information and is intended for general guidance only and Carrier is not liable for 
any damage arising out of the use of the catalogue. The Manufacturer reserves the right to change any product specification 
without prior notice.

All Proprietary Rights Reserved by Carrier.
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